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AUTOMOTIVE REFINISHING Min 
Newsletter 

DeVilbiss Automotive Refinishing 
B fF fi6 ｾｾＺＲＺ＠ ｾｕｪｍｦｲＦ＠ 8F.! fff 
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anestiwata.com 
ANEST IWATA-MEDEA, Inc. 

iwata-medea.com artoolproducts.com 
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© 2010 ANEST IWATA USA, Inc. Part No. AIUS130 

ANEST IWATA USA, Inc. 
5325 Muhlhauser Road 

Hamilton, Ohio 45011 
www.anestiwata.com 

tel: 513-755-3100 
fax: 513-755-0888 

toll free: 800-440-0282 
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BETTER TOOLS FOR BETTER BUSINESS 
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Navite® 

YAN SelesDep 

Ningbo Navite Coating Machinery co.,Ltd 
Add:Gao Bridge West Town Ningbo Zhejiang China 
P.C315174 Fax;+86-574-88446043 88046002 
Tel:+86-5 74-88046015 
Mobile:+86-13857871897 
E-mail:microscope@navite. com 
URL :http://www.navite.com 
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www.navite.com 

High Volu m e Low pressure design in high transfer effciencY,save time and paint up to 

30% ,extra sawing w ith m aximun transfer efficency and minimun product. consumption 

reducin g overshot and spray m ist to protected environment p recise.Air cap set stainless 

steel nozzle a nd needle to a llow use aqueous based paint. 

Standard Nozzle: 1.4mm 

Optional !'J0zzle: 1.2-2.Smm 

Operating pressure: 20-S0psi 

Pattern width: 190mm 

Air consumption: 7.Scfm 

Cup capacity: 800m I 

Measure: 65.5X22X2810pcs 

Packing: colour box 

Standard Nozzle: 1.8mm 

Optional Nozzle: 1.5·3.0mm 

Operating pressure: 20·50psi 

Pattern width: 220mm 

Air consumption: 8.8cfm 

Cup capacity: 600ml 

Measure: 77X27.5X28.5 10pcs 

Packing: colour box 

Nozzle kit for HVL.P spray gun 
Material·····Stainless Steel & Brass 

coo. 14 15 17 20 22 25 
SIZE(mm) 01 .4 01.5 01 .7 0 2.0 0 2.2 0 2.5 

rcfj (E: 1509001 15014001 OHSAS18001 
-- - -- -

Standard Nozzle: 1.4mm 

Optional Nozzle: 1.2-2.Smm 

Operating pressure: 20-50psi 

Pattern width: 190mm 

Air consumption: a.8efm 

Cup capacity: 600m] 

Measure: 65.5X22X28 10pcs 

Packing: colour box 

Standard Nozzle: 1.8mm 

Optional Nozzle: 1.5·3.0mm 

Operating pressure: 20·50psi 

Pattern width : 220mm 

Air consumption: a.Bcfm 

Cup capacity: 1000ml 

Measure: 68X22X28 10pcs 

Packing: colour box 
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Chinese Famous Trademark 

2012/2013 
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LIS INDUSTRIAL 

HVLP SPRAY GUN SERIES 
High economic efficiency HVLP technology guarantees 

transfer efficiency rates significantly above the required 
65% by vae legislation. This super saver for carpenters 
and painters is not only environmentally friendly but it also 
saves a lot of very expensive painting material (about 30% 
in comparison to a conventional high Pressure spray gun). 

surface finish. 
Finest atomization and a top-class finish are ensured by 

the high air volume. The slight additional cost for compressed 
air (compared to a conventional high pressure gun) is 
considerably exceeded by material savings. Even with the 
latest generation of High Solid materials, excellent atomization 
quality is achieved. A high air volume enables a fine atomization for great 

C MODEL: NEW-2000 

S TECHNICAL DATA NEW·2000-13G NEW-2000-17G NEW-2000· 

FLUIO NOZZLE (MM) " U 2.0 

AIR PRESSURE(BAR.PSI) 3BAR143PSI) 3BAR(43PS I) 3BAR(43PSI 

AIR CONSUMPTlON(CFM) '5CFM 15CFM 15CFM 

CAPACITY OF CUP(MLJ 600 600 600 

NEW-2000NNK-1.3MM FEED TYPE Gravi ty Gravily Gravity 
NEW-2000NNK-1.7MM 
NEW-2000NNK-2.0MM 

AIR INLET G1'4- G1I4" Gl /4" 

DESCRIPTION 
HVLP High Volume Low Pressure Spray Gun 
Nozzle sizes ranging 1.3. 1.7 and 2.0mm for pa int and fiHerwork. 
100% manually adjusted nozzle sets ensure the constant h igh, for complete guns as well as spare nozzle s 
The durable a ir caps are made of brass (not of aluminum) thus ensuring a long life time. 
Su itable for waterborne pa ints - pain t needle and nozzle are made of stainless steel and the spray gun bod y 
been carefully anodized. 
The carefully anodized spray gun surface also red uces the need for cl eaning. 
With the continuous roundf flat spray fan control the spray pattern can be adjusted to any object. 
Suitable for all waterborne and solve nt-based mate ria l. 

C MODEL: NEW-125 .. 
NEW-12SNNK-0.8MM 
NEW-125NNK-1.0MM 

TE CHNICAL DATA 
FLUID NOZZLE(MM) 

AIR PRESSURE(BAR·PSI) 

AIR CONSUMPTION(CFM) 

CAPACITY OF CUP(ML) 

FEED TYpE 

AIR INLET 

DESCRIPTION 
HVLP High Volume Low Pressure Spray Gun 
Nozzle sizes ranging 0.8 and 1.0mm for pa int and filler work. 

NEW-125-08V 

0.8 

3BAR(4JPSI) 

9CFM 

'" 
GraYl ty 

Gl/4 -

NEW-12S-10V 

' .0 

3BAR(43PSI) 

9CFM 

'" 
Gravity 

G1 W 

100% manually adjusted nozzle sets ensure the conslant high , for complete guns as well as spare nozzle se' 
The durable air caps are made of brass (not of aluminum) thus ensuring a long life time . 
Suitable for waterborne paint s - paint needle and nozz le are made of stainless steel and the spray gun body 
has been carefu l ly anod ized. 
The carefully anod ized spra y gun surface also redu ces the need for cleaning. 
With the continuous round f flat spray fan control the spray pattern can be adjusted to any object. 
Suitable for all waterborne and solven t-based material. 

E-mail :sales@lispraygun.com 
Http://www.lispraygun.com 



MGD000043

LIS IN D U STR IAL 

HVLP SPRAY GUN SERIES 
High economic efficiency HVLP technology guarantees 

transfer efficiency rates sign ificantly above the required 
65% by voe legislation. This super saver for carpenters 
and painters is not only environmentally friendly but it also 
saves a lot of very expensive painting material (about 30% 
in comparison to a conventional high Pressure spray gun). 

A high air volume enables a fine atomization for great 

C MODEL:ST-2000 

TECHNICAL DATA ST·2000·13G ST·2000·17G ST -2000·20G 

FLUID NOZZLE(MM) 1.3 U 2.0 

AIR PRESSURE(BAR-PSI) 3BAR(43PSI ) ＳＸａｒＨＴＳｐｓ ｾ＠ 3BAR(43PSI) 

AIR CONSUMPTION(CFM) 15CFM 15CFM 15CFM 

CAPACITY OF CUP(ML) 600 600 600 

FEEO TYPE Gravity Gravi ty Gravity 

AIR INLET G1/4" G1f4 ' G1I4" 

DESCRIPTION 
HVLP High Volume Low Pressure Spray Gun 
Nozzle sizes ranging 1.3, 1.7 and 2.0mm for paint and filler wo rk . 

surface finish. 
Finest atomization and a top·class finish are ensured by 

the high air volume. The slight additional cost for compressed 
air (compared to a conventional high pressure gun) is 
considerably exceeded by material savings. Even with the 
latest generation of High Solid materials, excellent atomization 
quality is achieved. 

• 

ST-2000NNK-1.3MM 
ST·2000NNK·1.7MM 
ST-2000NNK-2.0MM 

100% manually adjusted nozzle sets ensure the constant high, for complete guns as well as spare nozzle sets. 
The durable air caps are made of brass (not of aluminum ) thus ensuring a long l ife time. 
Suitable for wa terborne paints - paint needle and nozz le are made of stainless steel and the spray gun body has 
been carefully anodized . 
The ca refully anodized spray gun surface a lso reduces the need for cleaning. 
With the continuous round! flat spray fan control the spray pattern can be adjusted to any object. 

C MODEL: H-881 

TECHNICAL DATA H·881·14V 

FLUID NOZZLE(MM) 
" 

AIR PRESSURE{eAR -PSI) 38AR(43PSI) 

AIR CONSUMPTlON(CFM) 15CFM 

CAPACITY OF CUP(ML) 600 

FEED TYPE Gravity 

AIR INLET G1f4' 

DESCRIPTION 
HVLP High Volume Low Pressure Spray Gun 

H·881·17V 

u 

3BAR(43PSI) 

15CFM 

600 

Gravity 

G1I4" 

H·881·20V 

2.0 

3BAR(43PSI) 

15CFM 

600 

Gravity 

G1I4" 

H·881 NNK-1.4MM 
H·881 NNK-1.7MM 
H·881 NNK-2.0MM 

Nozzle sizes ra nging 1.4 , 1.7 and 2.0mm for pa int and filler work. 
100% manually adjusted nozzle sets ensure the cons tant high, for complete guns as well as spare nozzle sets . 
The durable air caps are made of brass (not of aluminum) thus ensuring a long li fe time. 
Suitable for waterborne paints - paint needle and nozzle are made of stainless steel and the spray gun body 
has been carefully anod ized. 
Th e ca refull y anodized spray gun surface also reduces the need for cleaning . 
With the con tinuous roundl flat spray fan con trol the spray pattern can be adjusted to any object. 

, .. -----_ .. _- _._ .. - ._. -- -- .-... _- --_ . . - ._-
E-mail:sales@lispraygun.com 

Http: //www.lispraygun.com 
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